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Unit: ton

Working Working

Radius(m) 12 15 18 21 24 27 30 33 36 Radius(m)

3.8 100.00 3.8

4 94.95 4

4.5 84.40 84.40 4.5

5x m6.559.5759.5759.575

5.5x m7.6x m1.6t07.5608.8650.9650.965.5

6 63.30 63.30 62.85 60.75 57.25t 49.85t 7.2m x 7.8m x 6

7 54.10 54.10 53.00 51.15 49.30 47.60 44.65t 39.65t 8.3m x 7

8 44.90 44.90 44.75 44.05 42.60 41.25 39.95 38.65 36.00t 8

9 38.10 38.05 37.90 37.85 37.45 36.35 35.30 34.15 33.15 9

10 33.00 32.90 32.75 32.70 32.60 32.40 31.55 30.55 29.70 10
12 11.8m x 25.80 25.60 25.55 25.40 25.35 25.15 25.00 24.40 12
14 26.50t 21.10 20.90 20.80 20.65 20.60 20.40 20.25 20.00 14
16 14.4m x 17.55 17.45 17.25 17.20 17.00 16.85 16.60 16
18 20.30t 17.0m x 14.90 14.75 14.65 14.45 14.30 14.05 18

0250.2103.2105.2107.2108.21x m6.91t02.6102
2205.0107.0109.0101.1152.11t53.3122
4202.954.956.958.9x m2.2242
6251.853.806.8x m8.42t01.1162
8252.754.7x m4.72t04.982
0354.607.6t59.703

32 5.80 32
32.6 5.60 32.6

1. The rated loads are determined according to EN13000 rating on the condition that the machine is stationed
    on firm, level ground.

2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping

    condition.

3. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as

    boom hook and jib hook, from figures shown above.

4. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.

5. The counter weight is 49.5 tons. (Superstructure 37.5 tons + Undercarriage 12.0 tons)

6. Correlation between the number of reeved lines, maximum rated loads, hook weights are shown in the table

    below.

Boom Length (m)

Hook

Weight

(t)

100t 1.20 100 84 72 60 48 - - -

50t 1.17 - - - 50 48 36 24 -

35t 0.90 - - - - - 35 24 -

12t 0.51 - - - - - - - 12

6falls 5falls 4falls 3falls 2falls 1fall

Hook

Capacity

Maximum Rated Loads (t)

8falls 7falls

G52296-R00
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1 GROSS RATED LOAD TABLE

1 Main Boom



 
 

Unit: ton

Working Working

Radius(m) 39 42 45 48 51 54 57 60 Radius(m)

8.8x m9.9x m4.959.238.8

9x m6.11x m1.11x m5.01t06.72t09.9202.239

10 28.90 28.05 27.35 25.35t 22.45t 19.35t 12.2m x 12.7m x 10

12 23.80 23.15 22.60 22.05 21.35 19.15 18.05t 14.55t 12

14 20.00 19.50 19.05 18.65 18.05 17.60 17.15 14.10 14

16 16.55 16.35 16.20 16.00 15.45 15.10 14.70 13.40 16

18 14.00 13.80 13.65 13.50 13.40 13.05 12.75 12.35 18

20 12.05 11.80 11.65 11.50 11.40 11.25 11.15 10.75 20

22 10.45 10.20 10.05 9.95 9.80 9.65 9.55 9.30 22

24 9.15 8.90 8.75 8.65 8.50 8.35 8.20 8.00 24
26 8.10 7.85 7.70 7.55 7.40 7.25 7.15 6.90 26
28 7.15 6.95 6.80 6.65 6.50 6.35 6.20 6.00 28
30 6.40 6.15 6.00 5.85 5.70 5.55 5.40 5.20 30
32 5.75 5.50 5.35 5.20 5.05 4.90 4.75 4.50 32
34 5.15 4.90 4.75 4.60 4.45 4.30 4.15 3.90 34
36 35.2m x 4.40 4.25 4.10 3.90 3.75 3.60 3.40 36
38 4.85t 37.8m x 3.80 3.65 3.45 3.30 3.15 2.90 38
40 4.00t 3.40 3.25 3.05 2.90 2.75 2.50 40

2451.253.205.256.258.2x m4.0424
4408.150.202.253.2x m0.34t03.344
64x m6.4457.109.1x m3.54t07.264
84t07.1x m3.64x m2.74t51.284
05t07.1t07.105

Boom Length (m)

G52297-R00
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Unit: ton

Working Working

Radius(m) 12 15 18 21 24 27 30 33 36 Radius(m)

4.6 12.00 5.3m x 4.6

5x m8.5t00.2100.215

5.5x m9.6x m3.6t00.2100.2100.215.5

6x m4.7t00.21t00.2100.2100.2100.216

7 12.00 12.00 12.00 12.00 12.00 12.00t 8.5m x 7

8 12.00 12.00 12.00 12.00 12.00 12.00 12.00 12.00t 9.1m x 8

9 12.00 12.00 12.00 12.00 12.00 12.00 12.00 12.00 12.00t 9

10 12.00 12.00 12.00 12.00 12.00 12.00 12.00 12.00 12.00 10
12 12.00 12.00 12.00 12.00 12.00 12.00 12.00 12.00 12.00 12
14 13.1m x 12.00 12.00 12.00 12.00 12.00 12.00 12.00 12.00 14

16 12.00t 15.7m x 12.00 12.00 12.00 12.00 12.00 12.00 12.00 16

18 12.00t 12.00 12.00 12.00 12.00 12.00 12.00 12.00 18

0208.1100.2100.2100.2100.2100.21x m2.8102

2202.0154.0156.0158.0100.11x m8.02t00.2122

4209.851.953.906.9x m4.32t00.2142

6258.701.803.805.8t01.0162
8259.602.704.782
0351.604.6x m6.8203
2305.5x m2.13t02.723

33.8 6.00t 5.00 33.8

1. The rated loads are determined according to EN13000 rating on the condition that the machine is stationed

    on firm, level ground.

2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping

    condition.

3. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as

    boom hook and jib hook, from figures shown above.

4. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.

5. The counter weight is 49.5 tons. (Superstructure 37.5 tons + Undercarriage 12.0 tons)

6. Hook weights are shown in the table below.

Boom Length (m)

Hook

Weight

(t)

100t 1.20

50t 1.17

35t 0.90

12t 0.51

Hook

Capacity

G52298-R00
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1 GROSS RATED LOAD TABLE

2 Auxiliary Sheave



 
 

Unit: ton

gnikroWgnikroW

Radius(m) 39 42 45 48 51 54 57 Radius(m)

6.9x m8.11x m3.11x m7.01x m2.0100.216.9

10 12.00 12.00t 12.00 12.00t 12.00t 12.4m x 12.9m x 10

12 12.00 12.00 12.00 12.00 12.00 12.00t 12.00t 12

14 12.00 12.00 12.00 12.00 12.00 12.00 12.00 14

16 12.00 12.00 12.00 12.00 12.00 12.00 12.00 16

18 12.00 12.00 12.00 12.00 12.00 12.00 12.00 18

20 11.75 11.55 11.35 11.25 11.10 10.80 10.45 20
22 10.15 9.90 9.75 9.60 9.50 9.35 9.10 22
24 8.85 8.60 8.45 8.30 8.20 8.05 7.90 24
26 7.80 7.55 7.35 7.20 7.10 6.95 6.80 26

28 6.85 6.60 6.45 6.30 6.15 6.00 5.85 28

30 6.10 5.85 5.65 5.50 5.40 5.20 5.05 30

32 5.40 5.15 5.00 4.85 4.70 4.55 4.40 32

34 4.85 4.55 4.40 4.25 4.10 3.95 3.80 34

36 4.30 4.05 3.90 3.75 3.60 3.40 3.25 36

38 36.4m x 3.60 3.45 3.25 3.10 2.95 2.80 38
40 4.25t 39.0m x 3.05 2.85 2.70 2.55 2.35 40
42 3.40t 41.6m x 2.50 2.35 41.7m x 40.8m x 42

44t02.2t02.2x m8.2402.2t57.244
64t02.264

Boom Length (m)
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Unit: ton

Working Working

Radius(m) 12 15 18 21 24 27 30 33 36 Radius(m)

3.8 97.60 3.8

4 94.95 4

4.5 84.40 84.40 4.5

5x m6.559.5759.5759.575

5.5x m7.6x m1.6t01.5608.8650.9650.965.5

6 63.30 63.30 62.80 60.20 56.60t 49.20t 7.2m x 7.8m x 6

7 54.10 54.10 52.40 50.50 48.70 47.00 44.00t 39.00t 8.3m x 7
8 44.50 44.40 44.30 43.50 42.00 40.70 39.40 38.00 35.40t 8
9 37.70 37.60 37.50 37.40 36.80 35.70 34.70 33.50 32.50 9
10 32.60 32.50 32.30 32.30 32.10 31.80 30.90 29.90 29.00 10
12 11.8m x 25.40 25.20 25.10 25.00 24.90 24.70 24.50 23.80 12
14 26.10t 20.70 20.50 20.40 20.20 20.10 19.90 19.80 19.50 14
16 14.4m x 17.10 17.00 16.80 16.70 16.50 16.40 16.10 16
18 19.90t 17.0m x 14.50 14.30 14.20 14.00 13.80 13.60 18

08.5102 t 19.6m x 12.40 12.30 12.00 11.80 11.60 20
09.2122 t 10.80 10.70 10.50 10.30 10.00 22

4207.800.902.904.9x m2.2242
07.0162 t 24.8m x 8.20 7.90 7.70 26

8208.600.7x m4.72t00.982
0300.603.6t05.703

32 5.40 32
32.6 5.20 32.6

1. The rated loads are determined according to EN13000 rating on the condition that the machine is stationed

    on firm, level ground.

2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping

    condition.

3. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as

    boom hook and jib hook, from figures shown above.

4. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.

5. The counter weight is 49.5 tons. (Superstructure 37.5 tons + Undercarriage 12.0 tons)

6. Correlation between the number of reeved lines, maximum rated loads, hook weights are shown in the table

    below.

Boom Length (m)

Hook

Weight
(t)

100t 1.20 100 84 72 60 48 - - -

50t 1.17 - - - 50 48 36 24 -

35t 0.90 - - - - - 35 24 -

12t 0.51 - - - - - - - 12

6falls 5falls 4falls 3falls 2falls 1fall

Hook

Capacity 8falls 7falls

Maximum Rated Loads (t)

G52300-R00
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1 GROSS RATED LOAD TABLE

3 Main Boom with Auxiliary Sheave



 
 

Unit: ton

Working Working

Radius(m) 39 42 45 48 51 54 57 Radius(m)

8.8x m9.9x m4.903.238.8

9 31.60 29.20t 26.90t 10.5m x 11.1m x 11.6m x 9

10 28.20 27.40 26.70 24.70t 21.40t 18.30t 12.2m x 10

12 23.20 22.50 21.90 21.40 20.70 18.10 17.00t 12

14 19.40 18.90 18.40 17.90 17.30 16.90 16.30 14

16 16.10 15.80 15.70 15.30 14.80 14.40 14.00 16

18 13.50 13.30 13.10 13.00 12.70 12.40 12.00 18
20 11.60 11.30 11.10 11.00 10.90 10.70 10.40 20
22 10.00 9.70 9.60 9.40 9.30 9.10 9.00 22
24 8.70 8.40 8.30 8.10 8.00 7.80 7.70 24
26 7.60 7.40 7.20 7.00 6.90 6.70 6.60 26
28 6.70 6.50 6.30 6.10 6.00 5.80 5.70 28
30 5.90 5.70 5.50 5.40 5.20 5.00 4.90 30
32 5.30 5.00 4.80 4.70 4.50 4.40 4.20 32
34 4.70 4.40 4.30 4.10 3.90 3.80 3.60 34
36 35.2m x 3.90 3.80 3.60 3.40 3.20 3.10 36
38 4.40t 37.8m x 3.30 3.20 3.00 2.80 2.60 38
40 3.50t 2.90 2.80 2.50 2.40 2.20 40

24x m0.1402.204.2x m4.0424
34t02.202.2t09.234

Boom Length (m)

G52301-R00
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1 GROSS RATED LOAD TABLE



Boom Boom
Length (m) Length (m)

Jib Jib

Length (m) Length (m)

Offset Offset

Angle (deg) Angle (deg)

Radius (m) Radius (m)

5.9x m6.11 00.21 5.9

01x m7.31t00.21x m5.2100.2101

12 12.00 11.25t 12.00 8.80t 15.8m x 12

14 12.00 10.75 12.00 16.4m x 8.80 5.50t 14

16 12.00 10.10 12.00 8.00t 8.80 5.50 16

18 12.00 9.60 12.00 7.60 8.80 20.3m x 5.50 18

20 12.00 9.15 12.00 7.20 8.80 6.00t 5.50 20

22 11.45 8.75 11.75 6.85 8.80 5.75 5.50 24.2m x 22
24 10.15 8.40 10.40 6.50 8.45 5.45 5.50 3.40t 24

26 9.05 8.10 9.30 6.25 8.15 5.20 5.50 3.40 26

28 8.10 7.85 8.35 6.00 7.80 4.95 5.45 3.40 28

30 7.35 7.45 7.60 5.75 7.50 4.75 5.20 3.40 30

32 31.9m x 6.70 6.90 5.55 7.05 4.55 5.00 3.40 32

34 6.70t 32.5m x 6.30 5.40 6.45 4.35 4.80 3.40 34

36 6.55t 5.75 5.30 5.90 4.20 4.65 3.40 36
8304.304.401.454.502.5x m6.7383
0403.352.400.400.5x m5.83t04.504

2402.351.409.356.4t02.524

4401.300.458.3x m2.3444

6400.358.3x m5.44t54.464

8459.257.3t58.384

0509.2x m9.8405

5.0509.2t56.35.05

1. The rated loads are determined according to EN13000 rating on the condition that the machine is stationed 
    on firm, level ground.
2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping 
    condition.
3. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as
    boom hook and jib hook, from figures shown above.
4. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.
5. The offset angles shown are of jib boom offset angle against the main boom, under load.
6. The counter weight is 49.5 tons. (Superstructure 37.5 tons + Undercarriage 12.0 tons)
7. Hook weights are shown in the table below.

10 30 10 30 10 30 10 30

24

10 16 22 28

Unit: ton

Hook

Weight
(t)

100t 1.20

50t 1.17

35t 0.90

12t 0.51

Hook

Capacity

G52302-R00
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1 GROSS RATED LOAD TABLE

4 Crane Jib



 
 

Boom Boom
Length (m) Length (m)

Jib Jib

Length (m) Length (m)

Offset Offset

Angle (deg) Angle (deg)

Radius (m) Radius (m)

01x m1.21x m0.3100.2101

21x m2.41t00.21t52.1100.2121

14 12.00 10.90 12.00 16.9m x 8.80t 16.3m x 14

16 12.00 10.35 12.00 7.95t 8.80 5.50t 16

18 12.00 9.80 12.00 7.75 8.80 20.8m x 5.50 18

20 12.00 9.35 12.00 7.35 8.80 6.00t 5.50 20

22 11.30 8.95 11.60 7.00 8.80 5.85 5.50 24.7m x 22

24 10.00 8.60 10.25 6.65 8.65 5.55 5.50 3.40t 24
26 8.90 8.30 9.15 6.40 8.30 5.30 5.50 3.40 26

28 7.95 8.05 8.25 6.15 8.00 5.05 5.50 3.40 28

30 7.20 7.30 7.45 5.90 7.60 4.85 5.40 3.40 30

32 6.50 6.60 6.75 5.70 6.90 4.65 5.15 3.40 32

34 5.90 5.95 6.15 5.55 6.30 4.50 4.95 3.40 34

36 34.5m x 35.1m x 5.60 5.40 5.75 4.35 4.75 3.40 36

38 5.75t 5.65t 5.15 5.25 5.30 4.20 4.55 3.40 38
0404.354.401.458.408.407.404
2452.352.400.454.4x m1.14x m2.0424

4451.301.409.351.4t55.4t07.444

6401.309.358.3x m8.5464

8400.306.3x m1.74t58.384

0559.253.3t57.305

2509.2x m5.1525

1.3509.2t02.31.35

Unit: ton

27

10 16 22 28

10 3010 30 10 30 10 30

G52303-R00
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Unit: ton

Boom Boom
Length (m) Length (m)

Jib Jib
Length (m) Length (m)

Offset Offset
Angle (deg) Angle (deg)

Radius (m) Radius (m)

6.01x m7.21x m6.3100.216.01

21x m8.41t00.21t02.1100.2121

14 12.00 11.05 12.00 17.5m x 8.80t 16.9m x 14

16 12.00 10.50 12.00 7.95t 8.80 5.50t 16

18 12.00 10.00 12.00 7.85 8.80 21.4m x 5.50 18

20 12.00 9.55 12.00 7.45 8.80 6.00t 5.50 20

22 11.10 9.20 11.40 7.10 8.80 5.90 5.50 25.3m x 22
24 9.75 8.85 10.05 6.80 8.75 5.60 5.50 3.40t 24

26 8.65 8.55 8.95 6.55 8.45 5.35 5.50 3.40 26

28 7.75 7.95 8.00 6.30 8.20 5.15 5.50 3.40 28

30 6.95 7.15 7.20 6.05 7.40 4.95 5.50 3.40 30
32 6.30 6.40 6.50 5.85 6.70 4.75 5.35 3.40 32

34 5.70 5.80 5.90 5.70 6.10 4.60 5.10 3.40 34

36 5.15 5.25 5.40 5.55 5.55 4.45 4.90 3.40 36

38 37.1m x 37.7m x 4.90 5.10 5.10 4.30 4.70 3.40 38

40 4.90t 4.80t 4.50 4.65 4.65 4.15 4.55 3.40 40

2453.304.450.452.402.451.424

4452.350.459.359.3x m7.34x m8.2444

6451.307.357.306.3t09.3t00.464
8450.304.354.353.384

0500.351.3x m7.94x m4.8405

2559.209.2t02.3t03.325

4508.207.245
65x m7.55x m1.4565
85t06.2t07.285

10 3030 10 30 10 30

30

10 16 22 28

10

G52304-R00
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Unit: ton

Boom Boom
Length (m) Length (m)

Jib Jib
Length (m) Length (m)

Offset Offset
Angle (deg) Angle (deg)

Radius (m) Radius (m)

1.11x m2.3100.211.11

21x m3.51t00.21x m1.4100.2121

14 12.00 11.20t 12.00 8.80t 17.4m x 14

16 12.00 10.65 12.00 8.80 5.50t 16

18 12.00 10.20 12.00 7.95 8.80 21.9m x 5.50 18

20 12.00 9.75 12.00 7.55 8.80 6.00t 5.50 20

22 10.90 9.40 11.25 7.25 8.80 5.95 5.50 25.8m x 22
24 9.60 9.05 9.90 6.95 8.80 5.70 5.50 3.40t 24

26 8.50 8.75 8.75 6.65 8.65 5.45 5.50 3.40 26

28 7.55 7.80 7.85 6.40 8.05 5.25 5.50 3.40 28

30 6.75 6.95 7.05 6.20 7.25 5.05 5.50 3.40 30
32 6.05 6.25 6.35 6.00 6.55 4.85 5.40 3.40 32

34 5.45 5.60 5.70 5.80 5.90 4.70 5.20 3.40 34

36 4.95 5.05 5.20 5.45 5.35 4.55 5.05 3.40 36

38 4.50 4.55 4.70 4.90 4.90 4.40 4.85 3.40 38

40 39.7m x 4.10 4.30 4.45 4.45 4.25 4.60 3.40 40

42 4.10t 40.3m x 3.90 4.05 4.05 4.15 4.20 3.40 42

44 4.05t 3.55 3.65 3.70 3.95 3.85 3.30 44

6402.305.306.304.303.3x m4.5464
8451.352.303.301.3x m3.64t53.384

0550.359.200.358.2t52.305

2559.207.207.2x m0.1525

4556.205.2x m3.25t57.245
6504.203.2t56.265
8502.2x m7.6585
06t52.206

33

10 16 22 28

030103010301 10 30
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Unit: ton

Boom Boom
Length (m) Length (m)

Jib Jib
Length (m) Length (m)

Offset Offset
Angle (deg) Angle (deg)

Radius (m) Radius (m)

7.11x m8.3100.217.11

21x m9.51t00.21x m7.4100.2121

41t08.800.21t51.1100.2141

6108.8x m6.8100.2108.0100.2161

18 12.00 10.35 12.00 7.90t 8.80 5.50 18

20 12.00 9.95 12.00 7.65 8.80 22.5m x 5.50 20

22 10.65 9.55 11.00 7.35 8.80 5.95t 5.50 22

24 9.35 9.20 9.65 7.05 8.80 5.75 5.50 26.4m x 24

26 8.25 8.55 8.55 6.80 8.80 5.55 5.50 3.40t 26
28 7.30 7.60 7.60 6.55 7.85 5.30 5.50 3.40 28

30 6.50 6.75 6.80 6.30 7.00 5.10 5.50 3.40 30

32 5.80 6.00 6.10 6.10 6.30 4.95 5.50 3.40 32

34 5.20 5.40 5.50 5.80 5.70 4.75 5.35 3.40 34

36 4.70 4.85 4.95 5.25 5.15 4.60 5.15 3.40 36

38 4.20 4.35 4.45 4.75 4.65 4.50 4.80 3.40 38

40 3.80 3.90 4.05 4.25 4.25 4.35 4.35 3.40 40

42 3.45 3.50 3.65 3.85 3.85 4.15 4.00 3.40 42
44 42.3m x 42.9m x 3.30 3.45 3.50 3.75 3.65 3.35 44

46 3.40t 3.35t 3.00 3.15 3.20 3.40 3.30 3.30 46

8402.300.301.309.208.207.284

0550.357.208.256.2x m9.8405
2557.205.205.204.2t07.225
4505.203.252.2x m6.3545
6552.2x m8.45x m4.45t02.265
4.6502.2t02.2t02.24.65

36

10 16 22 28

10 30 10 30 10 30 10 30

G52306-R00

SP-200050-002-EN-R00- 13 -1-4-1

1 GROSS RATED LOAD TABLE



 
 

Unit: ton

Boom Boom
Length (m) Length (m)

Jib Jib
Length (m) Length (m)

Offset Offset
Angle (deg) Angle (deg)

Radius (m) Radius (m)

2.21x m3.41x m2.5100.212.21

41x m4.61t00.21t51.1100.2141

16 12.00 10.95 12.00 19.1m x 8.80t 18.5m x 16

18 12.00 10.50 12.00 7.90t 8.80 5.50t 18

20 12.00 10.10 12.00 7.75 8.80 23.0m x 5.50 20

22 10.60 9.70 10.90 7.45 8.80 5.95t 5.50 22

24 9.25 9.40 9.60 7.15 8.80 5.85 5.50 26.9m x 24

26 8.15 8.50 8.45 6.90 8.70 5.60 5.50 3.40t 26

28 7.20 7.50 7.50 6.65 7.75 5.40 5.50 3.40 28
30 6.40 6.70 6.70 6.45 6.90 5.20 5.50 3.40 30

32 5.70 5.95 6.00 6.25 6.20 5.00 5.50 3.40 32

34 5.10 5.30 5.40 5.75 5.60 4.85 5.50 3.40 34

36 4.60 4.75 4.85 5.15 5.05 4.70 5.20 3.40 36

38 4.10 4.25 4.35 4.65 4.55 4.55 4.70 3.40 38

40 3.70 3.80 3.95 4.20 4.10 4.45 4.25 3.40 40

42 3.30 3.40 3.55 3.75 3.75 4.10 3.85 3.40 42

44 3.00 3.05 3.20 3.40 3.40 3.70 3.50 3.40 44
46 44.9m x 45.5m x 2.90 3.05 3.05 3.35 3.20 3.35 46

48 2.85t 2.80t 2.60 2.75 2.75 3.00 2.90 3.25 48

0559.256.207.205.254.253.205

2556.204.254.252.2x m5.15x m6.0525
4504.2x m6.3502.2x m5.25t52.2t03.245
6.5502.2t02.2t02.26.55

39

10 16 22 28

10 30 10 3010 30 10 30

G52307-R00

SP-200050-002-EN-R00- 14 -1-4-1

1 GROSS RATED LOAD TABLE



 
 

Unit: ton

Boom Boom
Length (m) Length (m)

Jib Jib
Length (m) Length (m)

Offset Offset
Angle (deg) Angle (deg)

Radius (m) Radius (m)

8.21x m9.41x m8.5100.218.21

41x m0.71t00.21t01.1100.2141

16 12.00 11.05 12.00 19.7m x 8.80t 19.1m x 16

18 12.00 10.60 12.00 7.85t 8.80 5.50t 18

20 12.00 10.25 12.00 7.85 8.80 23.6m x 5.50 20

22 10.35 9.85 10.70 7.50 8.80 5.95t 5.50 22

24 9.00 9.45 9.35 7.25 8.80 5.90 5.50 27.5m x 24

26 7.90 8.30 8.25 7.00 8.50 5.65 5.50 3.40t 26

28 6.95 7.30 7.30 6.75 7.55 5.45 5.50 3.40 28

30 6.15 6.45 6.45 6.55 6.70 5.25 5.50 3.40 30

32 5.50 5.75 5.75 6.20 6.00 5.10 5.50 3.40 32

34 4.85 5.10 5.15 5.55 5.35 4.90 5.50 3.40 34

36 4.35 4.55 4.60 5.00 4.80 4.75 5.00 3.40 36

38 3.85 4.05 4.15 4.45 4.35 4.65 4.50 3.40 38

40 3.45 3.60 3.70 4.00 3.90 4.35 4.05 3.40 40
42 3.05 3.20 3.30 3.55 3.50 3.90 3.65 3.40 42

44 2.75 2.80 2.95 3.20 3.15 3.50 3.30 3.40 44

46 2.45 2.50 2.65 2.85 2.85 3.15 3.00 3.40 46

48 47.5m x 2.20 2.35 2.50 2.55 2.85 2.70 3.10 48
50 2.20t 48.1m x 49.2m x 2.25 2.30 2.50 2.40 2.80 50
52 2.20t 2.20t 50.3m x 50.8m x 2.25 51.6m x 2.50 52

4552.2t02.2x m4.25t02.2t02.245
4.4502.2t02.24.45

3010 30 10 30 10

42

10 16 22 28

30 10

G52308-R00

SP-200050-002-EN-R00- 15 -1-4-1

1 GROSS RATED LOAD TABLE



 
 

Unit: ton

Boom Boom
Length (m) Length (m)

Jib Jib
Length (m) Length (m)

Offset Offset
Angle (deg) Angle (deg)

Radius (m) Radius (m)

3.31x m4.5100.213.31

41x m5.71t00.21x m3.6100.2141

16 12.00 11.10t 12.00 8.80t 19.6m x 16

18 12.00 10.75 12.00 20.2m x 8.80 5.50t 18

20 11.85 10.35 12.00 7.85t 8.80 5.50 20

22 10.20 10.00 10.55 7.60 8.80 24.1m x 5.50 22

24 8.85 9.35 9.20 7.35 8.80 5.95t 5.50 24

26 7.75 8.15 8.10 7.10 8.35 5.70 5.50 26

28 6.80 7.15 7.10 6.85 7.40 5.50 5.50 3.40 28

30 6.00 6.35 6.30 6.65 6.55 5.35 5.50 3.40 30

32 5.30 5.60 5.60 6.10 5.85 5.15 5.50 3.40 32

34 4.70 4.95 5.00 5.45 5.20 5.00 5.40 3.40 34

36 4.15 4.40 4.45 4.85 4.65 4.85 4.85 3.40 36

38 3.70 3.90 3.95 4.30 4.15 4.70 4.35 3.40 38

40 3.25 3.45 3.55 3.85 3.75 4.20 3.90 3.40 40
42 2.90 3.05 3.15 3.40 3.35 3.75 3.50 3.40 42

44 2.55 2.65 2.80 3.05 3.00 3.40 3.15 3.40 44

46 2.25 2.35 2.50 2.70 2.65 3.00 2.80 3.30 46

48 46.3m x 47.0m x 2.20 2.40 2.35 2.70 2.50 2.95 48
50 2.20t 2.20t 49.3m x 49.2m x 2.40 2.25 2.65 50

2553.2x m4.05x m3.15t02.2t02.225
2.3502.2t02.2t02.22.35

10 30 10 30

45

10 16 22 28

10 30 10 30

G52309-R00

SP-200050-002-EN-R00- 16 -1-4-1

1 GROSS RATED LOAD TABLE



 
 

Unit: ton

Boom Boom
Length (m) Length (m)

Jib Jib
Length (m) Length (m)

Offset Offset
Angle (deg) Angle (deg)

Radius (m) Radius (m)

13.9 12.00 13.9

41x m9.6100.2141

61x m1.8100.21t50.1100.2161

18 12.00 10.85 12.00 20.8m x 8.80t 20.2m x 18

20 11.70 10.45 12.00 7.85t 8.80 5.50t 20

22 10.05 10.15 10.40 7.70 8.80 24.6m x 5.50 22

24 8.70 9.20 9.05 7.40 8.80 5.90t 5.50 24

26 7.60 8.05 7.90 7.15 8.20 5.75 5.50 28.5m x 26

28 6.65 7.05 6.95 6.95 7.25 5.55 5.50 3.40t 28

30 5.85 6.20 6.15 6.75 6.40 5.40 5.50 3.40 30

32 5.15 5.45 5.45 5.95 5.70 5.20 5.50 3.40 32

34 4.55 4.80 4.80 5.30 5.05 5.05 5.25 3.40 34

36 4.00 4.25 4.30 4.70 4.50 4.90 4.70 3.40 36

38 3.55 3.75 3.80 4.20 4.00 4.55 4.20 3.40 38

40 3.10 3.30 3.35 3.70 3.55 4.10 3.75 3.40 40

42 2.70 2.90 3.00 3.30 3.20 3.65 3.35 3.40 42

44 2.40 2.50 2.65 2.90 2.80 3.25 3.00 3.40 44
46 45.3m x 2.20 2.30 2.55 2.50 2.90 2.65 3.20 46
48 2.20t 46.6m x 2.25 2.20 2.55 2.35 2.85 48

0555.2x m2.9452.2x m3.84t02.205
2552.2t02.2x m4.05t02.225

3.2502.2t02.23.25

030103010301 10 30

48

10 16 22 28

G52310-R00

SP-200050-002-EN-R00- 17 -1-4-1

1 GROSS RATED LOAD TABLE



 
 

Unit: ton

Boom Boom
Length (m) Length (m)

Jib Jib
Length (m) Length (m)

Offset Offset
Angle (deg) Angle (deg)

Radius (m) Radius (m)

4.41x m5.61x m4.7100.214.41

61x m6.81t00.21t50.1100.2161

18 12.00 10.95 12.00 21.3m x 8.80t 20.7m x 18

20 11.40 10.60 11.75 7.85t 8.80 5.50t 20

22 9.90 10.25 10.30 7.75 8.80 25.2m x 5.50 22

24 8.60 9.10 8.95 7.50 8.80 5.90t 5.50 24

26 7.45 7.95 7.80 7.25 8.05 5.80 5.50 29.1m x 26

28 6.50 6.95 6.85 7.00 7.10 5.65 5.50 3.40t 28

30 5.70 6.10 6.00 6.65 6.25 5.45 5.50 3.40 30

32 5.00 5.35 5.30 5.85 5.55 5.30 5.50 3.40 32

34 4.40 4.70 4.70 5.20 4.90 5.10 5.10 3.40 34

36 3.85 4.10 4.15 4.60 4.35 5.00 4.55 3.40 36

38 3.35 3.60 3.65 4.05 3.85 4.45 4.05 3.40 38

40 2.95 3.15 3.20 3.60 3.45 4.00 3.60 3.40 40

42 2.55 2.75 2.85 3.15 3.05 3.55 3.20 3.40 42

44 2.20 2.40 2.45 2.80 2.70 3.15 2.85 3.40 44

46 45.1m x 45.6m x 2.45 2.35 2.75 2.50 3.05 46
48 2.20t 2.20t 47.4m x 47.0m x 2.45 2.20 2.75 48

0504.2x m6.94t02.2t02.205
6.1502.2t02.26.15

30 10 30 10 30

51

10 16 22 28

10 30 10

G52311-R00

SP-200050-002-EN-R00- 18 -1-4-1

1 GROSS RATED LOAD TABLE



Boom Boom
Length (m) Length (m)

Jib Jib
 Length (m)  Length (m)

Offset Offset

 Angle (deg)  Angle (deg)

Radius (m) Radius (m)

6.1 50.00 50.00 50.00 50.00 50.00 50.00 50.00 50.00 6.1

7 47.80 47.45 47.10 46.50 46.30 45.35 45.40 44.05 7
8 41.10 40.80 40.45 39.90 39.65 38.85 38.80 37.65 8
9 35.95 35.70 35.30 34.85 34.55 33.85 33.70 32.70 9
10 31.35 31.10 30.80 30.35 30.15 29.50 29.40 28.50 10
12 24.15 24.00 23.65 23.35 23.00 22.55 22.30 21.65 12
14 19.40 19.30 18.90 18.65 18.30 17.95 17.65 17.15 14
16 16.05 15.95 15.50 15.35 14.95 14.70 14.30 13.95 16
18 13.50 13.45 13.00 12.90 12.45 12.30 11.85 11.60 18
20 11.55 11.50 11.10 11.00 10.55 10.40 9.95 9.80 20
22 10.00 10.00 9.55 9.50 9.05 9.00 8.45 8.40 22

22.2 9.90 9.85 9.40 9.40 8.90 8.85 8.30 8.25 22.2

1. The rated loads determined according to EN13000 rating on the condition that the machine is stationed 
    on firm, level ground.
2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping 
    condition.
3. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as
    boom hook and jib hook, from figures shown above.
4. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.
5. The offset angles shown are of jib boom offset angle against the main boom, under load.
6. The counter weight is 49.5 tons. (Superstructure 37.5 tons + Undercarriage 12.0 tons)
7. Correlation between the number of reeved lines, maximum rated loads, hook weights are shown in the table
    below.

30 10 30

Unit: ton

24

10 16 22 28

10 30 10 30 10

Hook
Weight

(t)
100t 1.20 100 84 72 60 48 - - -

50t 1.17 - - - 50 48 36 24 -

35t 0.90 - - - - - 35 24 -

12t 0.51 - - - - - - - 12

Hook

Capacity

Maximum Rated Loads (t)

8falls 7falls 6falls 5falls 4falls 3falls 2falls 1fall

G52312-R00

SP-200051-002-EN-R00- 19 -1-5-1

1 GROSS RATED LOAD TABLE

5 Main Boom with Crane Jib



 
 

Boom Boom
Length (m) Length (m)

Jib Jib
 Length (m)  Length (m)

Offset Offset

 Angle (deg)  Angle (deg)

Radius (m) Radius (m)

6.7 48.35 48.00 47.70 47.05 46.95 45.95 46.10 44.65 6.7

7 46.10 45.75 45.45 44.85 44.70 43.75 43.85 42.50 7
8 39.75 39.50 39.15 38.60 38.40 37.60 37.60 36.45 8
9 34.85 34.60 34.25 33.80 33.55 32.85 32.75 31.75 9
10 30.95 30.70 30.35 29.95 29.65 29.05 28.85 28.00 10
12 24.10 23.95 23.60 23.30 23.00 22.50 22.35 21.65 12
14 19.35 19.20 18.85 18.60 18.30 17.90 17.65 17.10 14
16 15.95 15.85 15.45 15.30 14.90 14.65 14.30 13.90 16
18 13.40 13.35 12.95 12.80 12.40 12.20 11.80 11.50 18
20 11.45 11.40 11.00 10.90 10.50 10.30 9.90 9.70 20
22 9.90 9.85 9.45 9.35 8.95 8.85 8.40 8.25 22
24 8.65 8.60 8.20 8.15 7.70 7.65 7.15 7.10 24

24.8 8.20 8.15 7.75 7.75 7.30 7.25 6.75 6.70 24.8

301030103010

27

10 16 22 28

3010

Unit: ton

G52313-R00

 

Boom Boom
Length (m) Length (m)

Jib Jib

Length (m) Length (m)

Offset Offset

Angle (deg) Angle (deg)
Radius (m) Radius (m)

7.2 43.15 42.85 42.55 41.95 41.85 40.90 41.00 39.70 7.2
8 38.50 38.20 37.90 37.35 37.20 36.40 36.40 35.25 8
9 33.80 33.55 33.20 32.75 32.55 31.85 31.80 30.80 9
10 30.05 29.80 29.45 29.05 28.80 28.20 28.05 27.20 10
12 23.95 23.75 23.45 23.10 22.90 22.35 22.25 21.50 12
14 19.15 19.00 18.70 18.40 18.15 17.75 17.55 16.95 14
16 15.75 15.65 15.30 15.10 14.75 14.45 14.20 13.75 16
18 13.25 13.15 12.80 12.60 12.25 12.00 11.70 11.35 18
20 11.25 11.20 10.80 10.70 10.30 10.10 9.75 9.50 20
22 9.70 9.65 9.25 9.15 8.75 8.65 8.25 8.05 22
24 8.45 8.40 8.00 7.95 7.50 7.40 7.00 6.85 24
26 7.40 7.35 6.95 6.90 6.50 6.45 6.00 5.90 26

27.4 6.75 6.75 6.35 6.30 5.90 5.85 5.40 5.35 27.4

30

10 16 22 28

30 0301 1030 0301 10

Unit: ton

G52314-R00

SP-200051-002-EN-R00- 20 -1-5-1

1 GROSS RATED LOAD TABLE



 
 

Boom Boom
Length (m) Length (m)

Jib Jib

Length (m) Length (m)

Offset Offset

Angle (deg) Angle (deg)
Radius (m) Radius (m)

7.8 38.20 37.90 37.60 37.05 36.95 36.10 36.20 35.00 7.8
8 37.20 36.90 36.60 36.05 35.90 35.10 35.15 34.00 8
9 32.70 32.45 32.15 31.65 31.50 30.75 30.75 29.75 9
10 29.10 28.85 28.55 28.10 27.90 27.25 27.20 26.30 10
12 23.60 23.45 23.10 22.75 22.45 21.95 21.80 21.10 12
14 19.00 18.85 18.55 18.25 18.00 17.60 17.45 16.85 14
16 15.60 15.50 15.15 14.95 14.65 14.30 14.05 13.60 16
18 13.05 12.95 12.60 12.45 12.10 11.85 11.55 11.20 18
20 11.10 11.00 10.65 10.50 10.15 9.95 9.65 9.30 20
22 9.50 9.45 9.10 8.95 8.60 8.45 8.10 7.85 22
24 8.25 8.20 7.80 7.70 7.35 7.20 6.85 6.65 24
26 7.20 7.15 6.75 6.70 6.30 6.20 5.80 5.65 26
28 6.30 6.25 5.90 5.85 5.45 5.35 4.95 4.85 28
30 5.50 5.50 5.10 5.10 4.70 4.60 4.20 4.20 30

10 0303 30103010

Unit: ton

33

10 16 22 28

10

G52315-R00

 

Boom Boom

Length (m) Length (m)

Jib Jib

Length (m) Length (m)

Offset Offset

Angle (deg) Angle (deg)
Radius (m) Radius (m)

8.3 34.55 34.30 34.00 33.50 33.35 32.60 32.65 31.55 8.3
9 31.70 31.40 31.10 30.65 30.50 29.80 29.80 28.80 9
10 28.20 28.00 27.65 27.25 27.05 26.40 26.35 25.45 10
12 22.90 22.75 22.40 22.05 21.80 21.30 21.15 20.45 12
14 18.80 18.65 18.35 18.05 17.80 17.40 17.25 16.60 14
16 15.40 15.25 14.95 14.70 14.45 14.10 13.90 13.40 16
18 12.85 12.70 12.40 12.20 11.90 11.60 11.40 10.95 18
20 10.85 10.75 10.45 10.25 9.95 9.70 9.45 9.10 20
22 9.30 9.20 8.85 8.75 8.40 8.20 7.90 7.60 22
24 8.00 7.90 7.60 7.50 7.15 6.95 6.60 6.40 24
26 6.95 6.85 6.55 6.45 6.10 5.95 5.60 5.40 26
28 6.05 6.00 5.65 5.55 5.20 5.10 4.70 4.60 28
30 5.30 5.25 4.90 4.85 4.45 4.40 4.00 3.90 30
32 4.65 4.60 4.25 4.20 3.85 3.80 3.35 3.30 32

32.6 4.45 4.45 4.10 4.05 3.65 3.65 3.20 3.15 32.6

Unit: ton

10 30 10 30

36

10 16 22 28

10 30 10 30

G52316-R00

SP-200051-002-EN-R00- 21 -1-5-1

1 GROSS RATED LOAD TABLE



 
 

Boom Boom

Length (m) Length (m)

Jib Jib

Length (m) Length (m)

Offset Offset

Angle (deg) Angle (deg)
Radius (m) Radius (m)

8.8 31.50 31.25 30.95 30.45 30.35 29.60 29.65 28.60 8.8
9 30.75 30.50 30.20 29.75 29.60 28.85 28.90 27.90 9
10 27.40 27.20 26.90 26.45 26.30 25.65 25.60 24.70 10
12 22.30 22.15 21.80 21.45 21.25 20.70 20.60 19.85 12
14 18.60 18.45 18.10 17.80 17.55 17.10 16.90 16.35 14
16 15.35 15.20 14.95 14.70 14.45 14.05 13.90 13.35 16
18 12.80 12.70 12.40 12.20 11.90 11.60 11.40 10.95 18
20 10.80 10.70 10.40 10.25 9.95 9.70 9.45 9.05 20
22 9.25 9.15 8.85 8.70 8.40 8.15 7.90 7.60 22
24 7.95 7.85 7.55 7.45 7.10 6.95 6.60 6.35 24
26 6.90 6.80 6.50 6.40 6.05 5.90 5.55 5.35 26
28 6.00 5.90 5.60 5.50 5.15 5.05 4.70 4.55 28
30 5.20 5.15 4.80 4.75 4.40 4.30 3.95 3.80 30
32 4.55 4.50 4.15 4.10 3.75 3.70 3.30 3.20 32
34 4.00 3.95 3.60 3.55 3.20 3.15 2.75 2.70 34

35.2 3.65 3.65 3.30 3.30 2.90 2.85 2.45 2.45 35.2

Unit: ton

39

10 16 22 28

30 0301 1030103010

G52317-R00

Boom Boom
Length (m) Length (m)

Jib Jib
Length (m) Length (m)

Offset Offset

Angle (deg) Angle (deg)
Radius (m) Radius (m)

9.4 28.45 28.20 27.90 27.45 27.30 26.65 26.65 25.70 9.4
10 26.60 26.35 26.05 25.65 25.50 24.85 24.85 23.95 10
12 21.65 21.45 21.15 20.80 20.60 20.05 19.95 19.25 12
14 18.05 17.85 17.55 17.25 17.00 16.55 16.40 15.80 14
16 15.15 15.00 14.70 14.45 14.25 13.85 13.65 13.15 16
18 12.55 12.45 12.15 11.95 11.70 11.35 11.20 10.75 18
20 10.60 10.50 10.20 10.00 9.75 9.45 9.25 8.85 20
22 9.00 8.90 8.60 8.45 8.15 7.95 7.65 7.35 22
24 7.70 7.65 7.30 7.20 6.90 6.70 6.40 6.15 24
26 6.65 6.55 6.25 6.15 5.80 5.65 5.35 5.10 26
28 5.75 5.65 5.35 5.25 4.90 4.80 4.45 4.30 28
30 4.95 4.90 4.60 4.50 4.15 4.05 3.70 3.55 30
32 4.30 4.25 3.90 3.85 3.50 3.40 3.05 2.95 32
34 3.70 3.70 3.35 3.30 2.95 2.90 2.50 2.40 34
36 3.20 3.20 2.85 2.80 2.45 2.40 35.2m x 34.8m x 36
38 37.8m x 37.8m x 37.8m x 37.8m x 37.1m x 37.0m x 2.20t 2.20t 38

04t02.2t02.2t54.2t54.2t08.2t08.204

42

10 16 22 28

3010301030103010

Unit: ton

G52318-R00

SP-200051-002-EN-R00- 22 -1-5-1

1 GROSS RATED LOAD TABLE



 
 

Boom Boom
Length (m) Length (m)

Jib Jib
Length (m) Length (m)

Offset Offset

Angle (deg) Angle (deg)
Radius (m) Radius (m)

9.9 26.15 25.90 25.65 25.20 25.05 24.40 24.45 23.50 9.9
10 25.85 25.60 25.35 24.95 24.80 24.15 24.15 23.25 10
12 21.10 20.90 20.60 20.25 20.05 19.55 19.45 18.70 12
14 17.55 17.40 17.10 16.80 16.55 16.10 15.95 15.35 14
16 14.85 14.75 14.40 14.15 13.90 13.50 13.30 12.80 16
18 12.45 12.30 12.00 11.80 11.55 11.25 11.05 10.60 18
20 10.45 10.30 10.05 9.85 9.60 9.30 9.10 8.70 20
22 8.85 8.75 8.45 8.30 8.00 7.80 7.55 7.20 22
24 7.55 7.45 7.15 7.05 6.75 6.55 6.25 6.00 24
26 6.50 6.40 6.10 6.00 5.65 5.50 5.20 4.95 26
28 5.55 5.50 5.20 5.10 4.80 4.65 4.30 4.10 28
30 4.80 4.75 4.40 4.35 4.00 3.90 3.55 3.40 30
32 4.15 4.10 3.75 3.70 3.35 3.25 2.90 2.80 32
34 3.55 3.50 3.20 3.15 2.80 2.70 2.35 2.25 34
36 3.05 3.00 2.70 2.65 2.30 2.25 34.6m x 34.2m x 36
38 2.60 2.55 2.25 2.20 36.4m x 36.2m x 2.20t 2.20t 38

04t02.2t02.2x m2.8302.202.204
24t02.224

Unit: ton

45

10 16 22 28

300101 301030 3010

G52319-R00

Boom Boom
Length (m) Length (m)

Jib Jib

Length (m) Length (m)
Offset Offset

Angle (deg) Angle (deg)

Radius (m) Radius (m)

10.5 23.90 23.65 23.40 23.00 22.85 22.25 22.20 21.35 10.5

12 20.55 20.35 20.10 19.75 19.55 19.00 18.95 18.20 12

14 17.15 16.95 16.65 16.35 16.15 15.70 15.55 14.95 14
16 14.50 14.35 14.05 13.80 13.55 13.15 12.95 12.45 16
18 12.30 12.15 11.90 11.65 11.45 11.10 10.90 10.45 18
20 10.30 10.20 9.90 9.70 9.45 9.15 9.00 8.55 20
22 8.70 8.60 8.30 8.15 7.90 7.65 7.40 7.05 22
24 7.40 7.30 7.05 6.90 6.60 6.40 6.15 5.85 24
26 6.35 6.25 5.95 5.85 5.55 5.35 5.10 4.85 26
28 5.45 5.35 5.05 4.95 4.65 4.50 4.20 4.00 28
30 4.65 4.60 4.30 4.20 3.90 3.75 3.45 3.25 30
32 4.00 3.95 3.60 3.55 3.20 3.10 2.80 2.65 32
34 3.40 3.35 3.05 2.95 2.65 2.55 2.20 33.6m x 34
36 2.90 2.85 2.55 2.50 35.8m x 35.4m x 2.20t 36

83t02.2t02.2x m3.73x m5.7304.254.283
04t02.2t02.2x m0.93x m2.9304
24t02.2t02.224

10 3030 10 30 10 30

48

10 16 22

Unit: ton

28

10

G52320-R00

SP-200051-002-EN-R00- 23 -1-5-1

1 GROSS RATED LOAD TABLE



 
 

Boom Boom
Length (m) Length (m)

Jib Jib

Length (m) Length (m)
Offset Offset

Angle (deg) Angle (deg)

Radius (m) Radius (m)

11.1 20.45 20.35 19.85 19.70 19.20 18.95 18.45 18.10 11.1

12 19.85 19.65 19.40 19.05 18.75 18.35 18.00 17.55 12

14 16.55 16.35 16.05 15.75 15.55 15.10 15.00 14.35 14
16 13.95 13.80 13.50 13.25 13.00 12.60 12.45 11.90 16
18 11.90 11.80 11.45 11.25 10.95 10.65 10.45 9.95 18
20 10.20 10.05 9.80 9.60 9.30 9.00 8.80 8.40 20
22 8.60 8.45 8.20 8.00 7.75 7.50 7.30 6.95 22
24 7.25 7.20 6.90 6.75 6.50 6.25 6.00 5.70 24
26 6.20 6.10 5.80 5.70 5.40 5.20 4.95 4.70 26
28 5.25 5.20 4.90 4.80 4.50 4.35 4.05 3.80 28
30 4.50 4.40 4.10 4.00 3.70 3.55 3.30 3.10 30
32 3.80 3.75 3.45 3.35 3.05 2.95 2.65 2.45 32
34 3.20 3.15 2.85 2.80 2.50 2.35 33.5m x 32.9m x 34
36 2.70 2.65 2.35 2.30 35.0m x 34.6m x 2.20t 2.20t 36

83t02.2t02.2x m4.63x m6.6302.252.283
04t02.2t02.2x m2.8304

42 2.20t 42

30 10 3010 30 10 30 10

28

Unit: ton

22

51

10 16

G52321-R00

SP-200051-002-EN-R00- 24 -1-5-1

1 GROSS RATED LOAD TABLE



Unit: ton

Working Working

Radius(m) 12 15 18 21 24 27 30 33 36 Radius(m)

3.8 90.00 3.8

4 90.00 4

4.5 84.40 84.40 4.5

5x m6.559.5759.5759.575

5.5x m7.6x m1.6t07.5608.8650.9650.965.5

6 63.30 63.30 62.85 60.75 57.25t 49.85t 7.2m x 7.8m x 6

7 54.10 54.10 53.00 51.15 49.30 47.60 44.65t 39.65t 8.3m x 7

8 44.90 44.90 44.75 44.05 42.60 41.25 39.95 38.65 36.00t 8
9 38.10 38.05 37.90 37.85 37.45 36.35 35.30 34.15 33.15 9
10 33.00 32.90 32.75 32.70 32.60 32.40 31.55 30.55 29.70 10
12 11.8m x 25.80 25.60 25.55 25.40 25.35 25.15 25.00 24.40 12
14 26.50t 21.10 20.90 20.80 20.65 20.60 20.40 20.25 20.00 14
16 14.4m x 17.50 17.45 17.25 17.20 17.00 16.85 16.60 16
18 20.30t 17.0m x 14.90 14.75 14.65 14.45 14.30 14.05 18

0250.2103.2105.2107.2108.21x m6.91t02.6102
2205.0107.0109.0101.1152.11t53.3122
4202.954.956.958.9x m2.2242
6201.853.806.8x m8.42t01.1162
8202.754.7x m4.72t04.982
0354.607.6t59.703

32 5.80 32
34 32.6m x 34
36 5.60t 36

1. The rated loads are determined according to EN13000 rating on the condition that the machine is stationed
    on firm, level ground.
2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping
    condition.
3. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as
    boom hook and jib hook, from figures shown above.
4. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.
5. The counter weight is 49.5 tons. (Superstructure 37.5 tons + Undercarriage 12.0 tons)
6. Correlation between the number of reeved lines, maximum rated loads, hook weights are shown in the table
    below.

Boom Length (m)

Hook Maximum Rated Loads (t)

Weight

(t)

100t 1.20 100 84 72 60 48 - - -

50t 1.17 - - - 50 48 36 24 -

35t 0.90 - - - - - 35 24 -

12t 0.51 - - - - - - - 12

6falls 5falls 4falls 3falls 2falls 1fall

Hook

Capacity 8falls 7falls

G52322-R00

SP-200054-005-EN-R00- 25 -1-6-1

1 GROSS RATED LOAD TABLE

6 Main Boom (Using Third Winch)



 
 

Unit: ton

Working Working

Radius(m) 39 42 45 48 51 54 57 60 Radius(m)

7 8.8m x 7

8x m9.9x m4.9t59.238

9x m6.11x m1.11x m5.01t06.72t09.9202.239

10 28.90 28.05 27.35 25.35t 23.10t 19.85t 12.2m x 12.7m x 10

12 23.80 23.15 22.55 22.05 21.35 19.65 18.55t 14.90t 12

14 20.00 19.50 19.05 18.65 18.05 17.60 17.15 14.40 14

16 16.55 16.35 16.20 16.00 15.45 15.10 14.70 13.70 16

18 14.00 13.80 13.65 13.50 13.40 13.05 12.75 12.35 18
20 12.05 11.80 11.65 11.50 11.40 11.25 11.15 10.75 20
22 10.45 10.20 10.05 9.95 9.80 9.65 9.55 9.30 22
24 9.15 8.90 8.75 8.65 8.50 8.35 8.20 8.00 24
26 8.10 7.85 7.70 7.55 7.40 7.25 7.15 6.90 26
28 7.15 6.95 6.80 6.65 6.50 6.35 6.20 6.00 28
30 6.40 6.15 6.00 5.85 5.70 5.55 5.40 5.20 30
32 5.75 5.50 5.35 5.20 5.05 4.90 4.75 4.50 32
34 5.15 4.90 4.75 4.60 4.45 4.30 4.15 3.90 34
36 35.2m x 4.40 4.25 4.10 3.90 3.75 3.60 3.40 36
38 4.85t 37.8m x 3.75 3.65 3.45 3.30 3.15 2.90 38
40 4.00t 3.35 3.20 3.05 2.90 2.75 2.50 40

2451.253.205.256.258.2x m4.0424
4408.150.202.253.2x m0.34t03.344
64x m8.4457.109.1x m3.54t07.264
84t07.1x m3.64x m4.74t51.284
05t07.1t07.105

Boom Length (m)

G52323-R00

SP-200054-005-EN-R00- 26 -1-6-1

1 GROSS RATED LOAD TABLE



Unit: ton

Working Working

Radius(m) 12 15 18 21 24 27 30 33 36 Radius(m)

3.8 90.00 3.8

4 90.00 4

4.5 84.40 84.40 4.5

5x m6.559.5759.5759.575

5.5x m7.6x m1.6t01.5608.8650.9650.965.5

6 63.30 63.30 62.80 60.20 56.65t 49.25t 7.2m x 7.8m x 6

7 54.10 54.10 52.45 50.55 48.70 47.00 44.05t 39.05t 8.3m x 7
8 44.50 44.45 44.30 43.50 42.00 40.70 39.40 38.05 35.40t 8
9 37.70 37.65 37.45 37.40 36.85 35.75 34.70 33.55 32.55 9
10 32.60 32.55 32.35 32.30 32.15 31.85 30.95 29.95 29.05 10
12 11.8m x 25.40 25.20 25.15 25.00 24.90 24.70 24.50 23.80 12
14 26.10t 20.70 20.50 20.40 20.25 20.15 19.95 19.80 19.55 14
16 14.4m x 17.15 17.05 16.85 16.75 16.55 16.40 16.15 16
18 19.95t 17.0m x 14.55 14.35 14.25 14.05 13.85 13.60 18

0206.1158.1150.2152.2104.21x m6.91t08.5102
2250.0103.0105.0107.0158.01t59.2122
4257.800.952.954.9x m2.2242
6207.759.702.8x m8.42t07.0162
8208.650.7x m4.72t00.982
0350.603.6t55.703

32 5.40 32
34 32.6m x 34
36 5.20t 36

1. The rated loads are determined according to EN13000 rating on the condition that the machine is stationed
    on firm, level ground.
2. The figures surrounded by bold lines are based on factors other than those which would cause a tipping
    condition.
3. To calculate the maximum load that can actually be lifted, deduct weight of all lifting accessories, such as
    boom hook and jib hook, from figures shown above.
4. Working radius is the horizontal distance from the slewing center to the center of gravity of a lifted load.
5. The counter weight is 49.5 tons. (Superstructure 37.5 tons + Undercarriage 12.0 tons)
6. Correlation between the number of reeved lines, maximum rated loads, hook weights are shown in the table
    below.

Boom Length (m)

Hook Maximum Rated Loads (t)

Weight

(t)

100t 1.20 100 84 72 60 48 - - -

50t 1.17 - - - 50 48 36 24 -

35t 0.90 - - - - - 35 24 -

12t 0.51 - - - - - - - 12

6falls 5falls 4falls 3falls 2falls 1fall

Hook

Capacity 8falls 7falls

G52324-R00

SP-200067-005-EN-R00- 27 -1-7-1

1 GROSS RATED LOAD TABLE

7 Main Boom with Aux. Sheave (Using Third Winch)



 
 

Unit: ton

Working Working

Radius(m) 39 42 45 48 51 54 57 Radius(m)

7x m8.87

8x m9.9x m4.9t53.238

9 31.60 29.25t 26.95t 10.5m x 11.1m x 11.6m x 9

10 28.25 27.40 26.70 24.70t 22.10t 18.85t 12.2m x 10

12 23.15 22.50 21.90 21.40 20.70 18.65 17.50t 12

14 19.45 18.90 18.40 17.95 17.35 16.90 16.45 14

16 16.10 15.85 15.70 15.35 14.80 14.40 14.00 16
18 13.55 13.30 13.15 13.00 12.75 12.40 12.05 18
20 11.55 11.35 11.15 11.00 10.90 10.75 10.45 20
22 10.00 9.75 9.60 9.45 9.30 9.15 9.00 22
24 8.70 8.45 8.30 8.15 8.00 7.85 7.70 24
26 7.65 7.40 7.20 7.05 6.90 6.75 6.60 26
28 6.75 6.50 6.30 6.15 6.00 5.85 5.70 28
30 5.95 5.70 5.55 5.40 5.20 5.05 4.90 30
32 5.30 5.05 4.85 4.70 4.55 4.40 4.20 32
34 4.75 4.45 4.30 4.15 3.95 3.80 3.65 34
36 35.2m x 3.95 3.80 3.60 3.45 3.25 3.10 36
38 4.45t 37.8m x 3.35 3.15 3.00 2.80 2.65 38
40 3.55t 2.95 2.80 2.55 2.40 2.25 40

24x m3.04x m2.1402.254.2x m4.0424
44t02.2t02.2x m2.24x m0.34t58.244
64t02.2t52.264

Boom Length (m)

G52325-R00

SP-200067-005-EN-R00- 28 -1-7-1

1 GROSS RATED LOAD TABLE
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